
2011 SACO RIVER VRAP DATA 

Measurements not meeting New Hampshire surface water quality standards

Measurements not meeting NHDES quality assurance/quality control standards

Turbidity measruements potentially above the water quality standard

A
 Specific conductance > 835 µS/cm indicate exceedance of chronic chloride standard of 230 mg/L

12-SAC, River Road Bridge, Bartlett

Date
Time of 

Sample
DO (mg/L) DO (% sat.) pH

Turbidity 

(NTUs)

Specific 

Conductance 

(µS/cm)

Water Temp. 

(°C)

Standard NA >5.0
>75% Daily 

Average
6.5-8.0

<10 NTU 

above 

backgrd

835 µS/cm
A NA

05/26/2011 16:06 10.20 99.4 5.57 0.3 27.4 14.2

08/17/2011 16:08 8.96 97.0 5.88 0.0 29.1 19.3

10/03/2011 16:12 10.09 95.3 5.40 1.6 20.8 12.9

11-SAC, Across from Fields of Attitash, Bartlett

Date
Time of 

Sample
DO (mg/L) DO (% sat.) pH

Turbidity 

(NTUs)

Specific 

Conductance 

(µS/cm)

Water Temp. 

(°C)

Standard NA >5.0
>75% Daily 

Average
6.5-8.0

<10 NTU 

above 

backgrd

835 µS/cm
A NA

05/26/2011 17:15 9.76 96.4 5.44 0.0 26.5 14.6

08/17/2011 16:52 8.63 98.5 5.90 0.2 30.8 21.9

10/03/2011 16:40 10.22 97.1 5.49 3.6 21.2 13.2

08-SAC, End of Intervale Lane, Bartlett

Date
Time of 

Sample
DO (mg/L) DO (% sat.) pH

Turbidity 

(NTUs)

Specific 

Conductance 

(µS/cm)

Water Temp. 

(°C)

Standard NA >5.0
>75% Daily 

Average
6.5-8.0

<10 NTU 

above 

backgrd

835 µS/cm
A NA

05/26/2011 17:45 10.26 99.7 5.55 0.0 27.5 14.0

08/17/2011 17:45 8.85 98.6 5.94 0.1 34.9 20.7

10/03/2011 17:10 10.30 98.8 5.58 20.1 21.0 13.4


